
Series 700
3 1/4” Commercial Single  & Double Hung Window

AAMA/NWWDA 
101/I.S.2-97 

RATING

Air
Infilitration

Water
Resis-
tance

Uniform
Structural

Load

Single Hung DH-C45 .37 CFM 6.75 PSF 67.5 PSF

AAMA Performance Results
Minimum Gateway performance values 
listed. All testing met or exceeded listed 

values. Consult factory for actual test results 
obtained and certifies text reports.

Internal Grid

Applied Grid

Window Size Recommendations

Maximum Window Width 54”

Maximum Window Height 80”

Maximum Sash Size 14 ft2 *

Maximum Sash Weight 80 lbs.

Glazing Depth 7/8”

Hardware Options
Access Controlled Sweep locks, standard cam action sweep locks, and access controlled tilt latches are zinc die 
cast metal with a black powder coat finish. Automatic head/sill snap locks and strikes are cast white bronze with 

a US25D finish. Standard tilt latches are black injection-molded nylon. Pivot bars are stainless steel. 

* = Size Limitations Apply
S = Standard Hardware
O = Optional Hardware
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Sill

Standard Single Hung S O S* S O O S

Oriel Single Hung S O S* S O O S

Standard Double Hung S O S* S O O S

Oriel Double Hung S O S* S O O S

Glazing Description
Windows are marine glazed with a continuous vinyl 
wrap around gasket at both top and bottom sashes
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