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GUIDE SPECIFICATIONS - SECTION 085313
VINYL DOORS
Manko Window Systems Inc. v1000 Series

(Swing Doors)

SECTION 085313 VINYL DOORS (Swing Doors)

PART 1
  GENERAL

1.01
SUMMARY

A. 
Section Includes:

1. 
All Energy Star Certified exterior doors furnished and installed as shown on drawings, specified in this section and designated in AAMA 101/I.S.2.

2. 
All labor, materials, tools, equipment and services needed to furnish and install vinyl class doors.

3. 
Components furnished with installed windows.

4. 
Installation accessories furnished and installed.

1.02
SYSTEM PERFORMANCE REQUIREMENTS

A. 
Energy Star Labels
1. 
Doors shall be energy star certified and labeled to include:
a. 
U-Value: 0.27
b. 
Solar Heat Gain Coefficient:  0.20
c. 
Visible Light Transmittance:  46%
[Determination of design load(s) is the sole responsibility of the building's Engineer of Record, considering code interpretation issues and/or prescriptive requirements not included in contract documents.  Manko Window Systems, Inc. strongly recommends that design loads (in psf or Pa) specific to all relevant areas of the building be provided by the specifier.]

B. 
Air, Water and Structural Performance Requirements

1. 
When tested in accordance with cited test procedures, windows shall meet or exceed the following performance criteria, as well as those indicated in AAMA 101/I.S.2 for Vinyl Class windows, unless otherwise noted herein.

2. 
Air Test Performance Requirements

a. 
Air infiltration maximum 0.30 cfm per square foot at 1.56 psf pressure differential when tested in accordance with ASTM E283.

3. 
Water Test Performance Requirements

a. 
No uncontrolled water leakage at 12.00 psf static pressure differential, with water application rate of 5 gallons/hr/sq ft when tested in accordance with ASTM E331.

4. 
Structural Test Performance Requirements

a. 
Uniform Load Deflection Test

i. 
No deflection of any unsupported span L of test unit (framing rails, muntins, mullions, etc.) in excess of L/175 at both a positive and negative load of 75 psf (design test pressure) when tested in accordance with ASTM E330.

ii. 
Structural reinforcing that is not standard on units being furnished is not allowed.

b. 
Uniform Load Structural Test

i. 
Unit to be tested at 1.5 x design test pressure (75 psf), both positive and negative, acting normal to plane of wall in accordance with ASTM E330.

ii. 
No glass breakage; permanent damage to fasteners, hardware parts, or anchors; damage to make windows inoperable; or permanent deformation of any main frame or ventilator member in excess of 0.2% of its clear span.
C. 
Life Cycle Testing:

1. 
When tested in accordance with AAMA 910-93, there is to be no damage to fasteners, hardware parts, support arms, activating mechanisms or any other damage that would cause the window to be inoperable at the conclusion of testing. Air infiltration and water resistance tests shall meet the primary performance requirements specified.
D. 
Condensation Resistance and Thermal Transmittance Performance Requirements

1. 
Perform thermal tests in accordance with the configuration specified in AAMA 1503.1.

a. 
Thermal Transmittance ("U" Factor) shall not exceed 0.34 BTU/hr/sf/deg F at 15 mph exterior wind. 

b. 
Condensation Resistance Factor (CRF) requirements:  CRF minimum 54 (Frame) and CRF minimum 54 (specimen).

[DISCLAIMER:  Condensation on interior surfaces of installed windows is affected by many variables, including component thermal performance, thermal mass of surrounding materials, interior trim coverage and air flow conditions, weather, and mechanical system design.  Since many of these variables are outside of Manko Window Systems, Inc., we can make no representations or warranties against the formation of condensation, except on pre-defined configurations under controlled and steady-state laboratory conditions, as specified above.]
1.03
SUBMITTALS

A. 
General Requirements

1. 
Provide all submittals in a timely manner to meet the required construction completion schedule.

B. 
Shop Drawings

1. 
Shop drawings must be prepared wholly by the door manufacturer, or a qualified engineering services firm under the direction of the manufacturer.  Shop drawings for pre-engineered configurations may be prepared by installers authorized per 1.04 QUALITY ASSURANCE.

2. 
Provide design details along with bid proposals to define system aesthetic and functional characteristics.

3. 
Provide three photocopied sets of shop drawings, including half size details of all necessary conditions.

C. 
Samples

1. 
Components:  Submit samples of anchors, fasteners, hardware, assembled corner sections and other materials and components as requested by Architect.

2. 
Finish:  Submit color samples for Architect's approval as requested.

D. 
Test Reports and Calculations

1. 
Submit certified independent laboratory test reports verifying compliance with all test requirements of 1.02 SYSTEM PERFORMANCE REQUIREMENTS as requested by Architect.

1.04
QUALITY ASSURANCE

A. 
Qualifications

1. 
Upon request, the door manufacturer will provide written confirmation that the installer is authorized to install door products to be used on this project.

1.05
DELIVERY, STORAGE AND HANDLING 

A. 
Packing, Shipping, Handling and Unloading

1. 
Materials will be packed, loaded, shipped, unloaded, stored inside in a clean, well-drained, well-ventilated area free of dust and corrosive fumes, under 120 degree fahrenheit and protected in accordance with AAMA CW-10.

1.06
 WARRANTY

A. 
Vinyl Door Warranty

1. 
Products:  Submit a written warranty, executed by the door manufacturer, for a period of 2 years (10 years for insulated glass seal failure) from the date of manufacture, against defective materials or workmanship, including substantial non-compliance with applicable specification requirements and industry standards, which results in premature failure of the doors, finish, factory-glazed glass, or parts, outside of normal wear.
a. 
In the event that doors or components are found defective, manufacturer will repair or provide replacements without charge at manufacturer’s option.  

b. 
Warranty for all components must be direct from the manufacturer (non-pass through) and non-prorated for the entire term.  Warranty must be assignable to the non-residential owner, and transferable to subsequent owners through its length.

2. 
Installation:  Submit a written warranty, executed by the door installer, for a period of 2 years from the date of substantial completion, against defective materials or workmanship, including substantial non-compliance with applicable specification requirements, which result in premature failure.  

a. 
In the event that installation of doors or components is found to be defective, installer will repair or provide replacements without charge at the installer’s option. 

PART 2
  PRODUCTS

2.01
MANUFACTURERS

A. 
Acceptable Manufacturer

1. 
Drawings and specifications are based on:

a. 
Manko Window Systems, Inc. v1000 Series Swing Doors.

i. 
Base bid will be Manko Window Systems, Inc.

B. 
Substitutions

1. 
Other manufacturers’ products that meet or exceed specified design requirements may be considered.  Submit the following information with request for substitutions at least ten (10) working days prior to bid date.

a. 
Test reports specified in 1.02 SYSTEM PERFORMANCE REQUIREMENTS

b. 
Full proposal details and samples specified in 1.03 SUBMITTALS

c. 
Copy of manufacturer's warranty specified in 1.06 WARRANTY

d. 
Other information as requested for evaluation
2. 
Substitute products not pre-approved by the Architect via addenda will not be considered.
2.02
 MATERIALS
A. 
Vinyl Extrusions

1. 
Vinyl extrusion shall be extruded from high quality, weather able, high impact PVC.  
2. 
Extrusions conform to AAMA 101/I.S.2 and ASTM D-4099.

B. 
Finish

1. 
Vinyl extrusion shall be one of the following:  (Select one)
a. 
White

b. 
Beige
2.03
MANUFACTURED UNITS

A. 
Materials

1. 
Frames are designed to accept snap-in mullions to make multiple and combination windows.  Doors may be made in multiple side-by-side configurations with the snap-in mullion design.
2. 
Insect screens (optional):  Insect screens are constructed aluminum frames painted to match windows.

3.
Weather-stripping:  All doors are double weather-stripped with removable bulb and hinged vee-type seals conforming to AAMA 701.2.  Vee gaskets are PVC with a polyurethane hinge.  Bulb gaskets are Santoprene with rigid polypropylene spine.

4.
Glass and Glazing:  Doors are to be factory glazed with sealed insulating glass units conforming to ASTM 2190.  Insulating glass units are permanently structurally sealed in the sashes with special silicone glazing sealant.

5.
Float glass shall meet Federal Specification FS-DD-G-451D and safety glazed (optional) shall meet CPSC-16CFR-1201 and ANSI Z97.1.
B. 
Fabrication

1. 
Frame and sash members shall be mitered and thermally fuse welded for strength and durability.  All welds are deflashed for smooth attractive appearance.  Sashes shall be easily removable and replaceable.

2.  
All mechanical fasteners are installed in a structurally sound fashion so as to present a smooth clean appearance and are concealed wherever possible.

3.  
Glass shall be sealed in place with a special silicone sealant.  Dual durometer PVC glass stops snap in place to provide smooth attractive appearance.
2.04
 COMPONENTS

A. 
Hinges:

2.
Precision machined aluminum butt hinges with FRP bushings and stainless steel pins.
B. 
Locks:
1. 
Multipoint locking (Select one) or deadbolt lock and either shall meet AAMA Forced Entry Regulations 1303.5. 

C. 
Pull Handles:

       1.    Pull latch lock shall be used with multipoint locking and a lever latch with deadbolt locks.

D. 
Sealants

1. 
All sealants shall comply with applicable provisions of AAMA 800 and/or Federal Specifications FS-TT-001 and 002 Series.

2. 
Frame joinery sealants shall be suitable for application specified and as tested and approved by window manufacturer.

E. 
Glass

1. 
Provide in accordance with Section 08800.  Energy Star compliance shall require Cardinal 366 LoE glass, EdgeTech “TriSeal”  superspacer airspacer, argon gas filled.
2. 
Sealed insulated glass shall meet ASTM 2190.
F. 
Glazing
1. 
Provide in general accordance with Section 08800.

2. 
Glazing method shall be in general accordance with the FGMA Glazing Manual for specified glass type, or as approved by the glass fabricator.
G. 
Steel Components

1. 
Provide steel reinforcements as necessary to meet the system performance requirements of 1.02.

2. 
Concealed steel anchors and reinforcing shall be factory painted after fabrication with rust-inhibitive primer complying with Federal Specification TT-P-645.

H. 
Weather Stripping:

1. 
Dual durometer PVC, neoprene, EPDM or other suitable material as tested and approved by the window manufacturer. 

2.   Bulb type at exterior vent members.

3.   Securely stake and join at corners. Provide drainage to exterior as necessary.

4.   Weather-stripping shall provide an effective pressure-equalization seal at the interior face of the panel ventilator.

I. 
Muntins: (Optional)
1. 
Provide muntin grids as shown on architectural drawings.

2. 
Finish to match window frames.

PART 3  EXECUTION

3.01
 EXAMINATION

A. 
Site Verification of Conditions

1. 
Verify that building substrates permit installation of windows according to the manufacturer's instructions, approved shop drawings, calculations and contract documents.

2. 
Do not install doors until unsatisfactory conditions are corrected.

3.02
 INSTALLATION

A. 
Erection of Vinyl Doors
1. 
Install doors with skilled tradesman in exact accordance with approved shop drawings, installation instructions, specifications, and AAMA 101/I.S.2.

2. 
Doors must be installed plumb, square and level for proper weathering and operation.  Jambs must not be “sprung”, bowed or warped during installation.

[DISCLAIMER:  Manko Window Systems, Inc. takes no responsibility for product selection or application, including, but not limited to, compliance with building codes, safety codes, laws, merchantability or fitness for a particular purpose, and further disclaims all liability for the use, in whole or in part, of these guide specifications in preparation of project specifications and/or other documents.  Guide specifications are subject to change at any time, without notice, and at Manko Window Systems, Inc. sole discretion.]
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